### Style 1100YF “Y” Rubber Flanged Fittings
Sizes 1” [DN25] - 12” [DN300] | 1100YF-Y-0000-3.16

#### Section Detail (1100EF 45° Typical)

#### Bill of Materials

<table>
<thead>
<tr>
<th>ITEM</th>
<th>MATERIAL</th>
<th>FINISH</th>
</tr>
</thead>
<tbody>
<tr>
<td>Retaining Ring</td>
<td>Carbon Steel</td>
<td>Hot Dipped Galvanized</td>
</tr>
<tr>
<td></td>
<td>Stainless Steel</td>
<td>Plain</td>
</tr>
<tr>
<td>Metal Reinforcement</td>
<td>High Tensile Steel</td>
<td>Rubber Embedded</td>
</tr>
<tr>
<td>Textile Reinforcement</td>
<td>Tire Cord</td>
<td>RFL Coating</td>
</tr>
</tbody>
</table>

#### Operational Parameters (customer specified)

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Size ID (DN)</th>
<th>“C” Dim</th>
<th>“D” Dim</th>
</tr>
</thead>
<tbody>
<tr>
<td>Flange Drilling</td>
<td>Pressure</td>
<td>Vacuum</td>
<td></td>
</tr>
</tbody>
</table>

#### Sizes

<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Available in custom arrangements and sizes not shown.

Contact General Rubber Corporation for full product specifications, Warnings and installation instructions.

© 2016 General Rubber Corporation, All Rights Reserved

general-rubber.com